217/ 782- 2113
CONSTRUCTI ON PERM T -- NSPS
“ REVI SED’
PERM TTEE

I ndeck- Pl easant Vall ey, LLC
Attention: Janes S. Schnei der
600 North Buffalo Grove Road
Buffalo Grove, Illinois 60089

Appli cation No: 98100061 I.D. No.: 111805AA0

Appl i cants Desi gnation: |ndeck-Pleasant Valley Date Received: October 19, 1998
Subj ect: Gas Turbi nes (Power Production)

Date |ssued: March 4, 1999

Location: South State Route 47, Wbodst ock

Permit is hereby granted to the above-designated Pernmittee to CONSTRUCT

em ssion source(s) and/or air pollution control equipnent consisting of two
gas turbines as described in the above referenced application. This Permt is
subj ect to standard conditions attached hereto and the foll ow ng specia
condition(s):

la. The turbines are subject to the New Source Performance Standard (NSPS)
for Stationary Gas Turbines, 40 CFR 60, Subpart A and GG The Illinois
EPA is adm nistrating NSPS in Illinois on behalf of the United States

EPA under a del egati on agreenent.

b. The Permittee shall not emt into the atnosphere from any turbine any
gases which contain nitrogen oxides (NO) in excess of the follow ng
equation, pursuant to 40 CFR 60.332 (a)(1), except as allowed by 40 CFR

60. 332(f):
4.4 ¢
STD = 0007582404
eY g
wher e:
STD = allowabl e NOc em ssion (percent by volume at 15 percent oxygen

and on a dry basis).

Y = manufacturer’s rated heat rate at manufacture’s rated | oad
(kilojoules per watt hour) or , actual measured heat rate based
on | ower heating value of fuel as neasured as actual peak |oad
for the facility. The value of Y shall not exceed 14.4
kil oj oul es per watt-hour.

F = NO¢ eni ssion all owance for fuel-bound nitrogen as defined in 40
CFR 60. 332 (a)(3).
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4a.

The Permittee shall not emit into the atnosphere from any turbine any
gases which contain sulfur dioxide in excess of 0.015 percent by vol une
at 15 percent oxygen and on a dry basis, or shall not burn any fue

whi ch contains sulfur in excess of 0.8 percent by weight, pursuant to 40
CFR 60. 333 (a) and (b).

At all times, the Permttee shall maintain and operate the turbines in a
manner consistent with good air pollution control practice for
m nim zing em ssions, pursuant to the NSPS, 40 CFR 60.11(d).

The turbines are affected units under the Acid Rain Deposition Contro
Program pursuant to Title IV of the Clean Air Act and are subject to
certain control requirenments and eni ssions nonitoring requirenents
pursuant to 40 CFR Parts 72, 73 and 75. As affected units under the
Acid Rain Program |I|ndeck-Pleasant Valley, LLC nmust also obtain an Acid
Rain Permt for operation of the turbines in accordance with 40 CFR
70.30(a)(2)(ii) and 72.32(a).

The turbines shall each be equi pped, operated, and mai ntained with Low
NO; conbust ors.

The only fuel fired at the facility shall be natural gas.
Combi ned operation of the turbine units shall not exceed nore than 3,000
hours per year. Conpliance with this linmt shall be determined froma

runni ng total of 365 days of data.

i Hourly emi ssions from each turbine shall not exceed the follow ng

limts:
Particul ate Matter/
Ni trogen oxides Carbon Monoxi de PM, Sul fur Di oxi de
(1b/hr) (1b/hr) (1'b/hr) (1b/hr)
86.5 52.7 10.0 1.0

ii. When the anbient tenperature is less than 59 °F, hourly enission
from each turbine shall not exceed 99.6 and 60.4 | b/hr for NO: and
CO, respectively.

These limts are based on the information provided in the permt
application.

The annual enissions fromthe facility shall not exceed the follow ng
limtations. Conpliance with the annual limtations shall be determ ned
froma running total of 12 nonths of data.

Enmi ssi ons

Pol | ut ant (tons/year)
NO 130
CO 79.1
PM PM, 15

SO, 10
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6a.

The above linmts are established pursuant to 40 CFR 52.21, the federa
rules for Prevention of Significant Deterioration of Air Quality (PSD)
These limts ensure that the construction and operation of the turbines
do not constitute a new najor source pursuant to PSD

The emi ssion of snoke or other particulate matter froma turbine shal
not have an opacity greater than 30 percent, pursuant to 35 | AC
212.123(a), except as allowed by 35 | AC 201. 149, 212.123(b) or 212.124.

Under this permit, each turbine my be operated for a period of up to
180 days frominitial startup to allow for equi pnent shakedown and

em ssions testing as required. This period nmay be extended by the
I1linois EPA upon request of the Permittee if additional tinme is needed
to conplete startup or perform em ssion testing.

Upon successful conpletion of emi ssion testing denonstrating conpliance
with applicable limtations, the Permttee nmay continue to operate the
facility as allowed by Section 39.5 (5) of the Environnental Protection
Act .

The Permttee shall furnish the Illinois EPAwith witten notification
as foll ows:

a. The date construction of the turbine conmenced, postmarked no
| ater than 30 days after such date, pursuant to 40 CFR 60.7(a)(1).

b. The anticipated date of initial startup of the turbine, postnarked
not nmore than 60 days nor |ess than 30 days prior to such date,
pursuant to 40 CFR 60.7(a)(2).

c. The actual date of initial startup of the turbine, postnmarked
within 15 days after such date, pursuant to 40 CFR 60.7(a)(3).

Each turbine shall each be equi pped, operated, and maintained with a
continuous nonitoring systemto nonitor and record the fuel consunption,
pursuant to 40 CFR 60.334 (a).

The Permittee shall nonitor sul fur content of the fuel being fired in
the turbines as follows, pursuant to USEPA Custom Fuel Monitoring
Docunment dated August 14, 1987.

a. Conpliance with the sulfur content standard in 40 CFR 60. 333(b)
(Condition 1(c)) shall be determ ned by using ASTM D 1072-80, D
3031-81, D 4084-82, or D3246-81 for gaseous fuels, pursuant to 40
CFR 60.335(d). The analysis may be performed by the Permttee, a
service contractor retained by the Permttee, the fuel vendor, or
any other qualified agency, pursuant to 40 CFR 60. 335(e€).

b. i Sul fur nonitoring shall be conducted nmonthly for six nonths.
ii. If monthly nonitoring indicates consistent conpliance with

40 CFR 60.333(b), then sulfur nmonitoring shall be conducted
once per quarter for six quarters.
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10a.

11.

12a.

iii. If quarterly nonitoring indicates consistent conpliance with
40 CFR 60.333(b), then sulfur nmonitoring shall be conducted
at | east annually.

c. Shoul d any sulfur nonitoring as required in Condition 9(b) above
i ndi cate nonconpliance with 40 CFR 60.333(b), the Permttee shal
notify the Illinois EPA of such excess sul fur contents and return
to monthly nmonitoring in accordance with Condition 9(b).

d. If there is a change in fuel supply, the Permttee nmust pronptly
notify the Illinois EPA of such change.

This pernmit is issued based on the turbines being gas-fired peaking
units, as specified in 40 CFR Part 75, so that continuous enission
monitoring is not required for NO. To maintain this status, the three
year rolling average annual capacity factor of a turbine shall not be
greater than 10 percent, and the highest annual capacity factor shal
not be greater than 20 percent in any one of the three averagi ng years.

Shoul d the operation of a turbine exceed the above requirenments rel ating
to the definition of a gas-fired peaking unit in 40 CFR 75, the
Permittee shall install the appropriate Continuous Monitoring Systen(s)
on the turbine by Decenber 31 of the foll owi ng cal endar year, as defined
in 40 CFR 75, in order to remain in conpliance with the provisions of
the Acid Rain Program

Monitoring of fuel nitrogen content is not required as natural gas is
the only fuel fired in the turbines, pursuant to USEPA Custom Fue
Moni t ori ng Docunent dated August 14, 1987.

Wthin 60 days after achieving the maxi mnum production rate at which the
natural gas fired stationary gas turbines will be operated, but not

| ater than 180 days after initial startup, the nitrogen oxides (NO),
carbon nonoxi de (CO), and oxygen (O, concentrations in the exhaust of
the turbines shall be neasured by an approved i ndependent testing
service to deternine conpliance with the NOk and COlimits in Condition
1 and 4 in the follow ng manner

i The NO; enission rate shall be conputed for each run using the
equation in 40 CFR 60.335(c)(1).

ii. Met hod 20 of 40 CFR 60, Appendix A, shall be used to determnine the
NOx and O, concentrations. The span values shall be 300 ppm of NO
and 21 percent O, pursuant to 40 CFR 60.335(c)(3).

iii. The NOt em ssions shall be determined at four points in the nornal
operating range of the turbine, including the mninmmpoint in the
range and peak | oad, pursuant to 40 CFR 60.335(c)(2).

iv. All | oads shall be corrected to | SO conditions using the
appropriate equations supplied by the manufacturer, pursuant to 40
CFR 60.335(c)(2).



Page 5

V. Met hod 10 of 40 CFR 60, Appendix A, shall be used to determ ne CO
concentrations at peak turbine |oad.

Vi . The test at each load shall consist of three separate runs each at
| east 60 m nutes in duration. Conpliance shall be determnined from
the average of the runs provided that the Illinois EPA may accept

the arithnmetic nean of two of the runs in circunstances descri bed
in 40 CFR 60. 8(f).

The Permittee shall submit a test plan to the IIlinois EPA at |east 60
days prior to testing. As part of this plan, the Pernittee may propose
for approval by the Illinois EPA a strategy for perform ng em ssion

testing of selected turbines provided that all turbines are fitted for
testing; the identity of the engines to be tested is determ ned

i medi ately before testing, by the Illinois EPA or otherw se randomy.
The Permittee nay al so propose a strategy for testing across the nornal
| oad range of the turbines.

The Illinois EPA shall be notified prior to these tests to enable the
I1linois EPA to observe these tests. Notification of the expected date
of testing shall be submitted a nmininmumof thirty (30) days prior to the
expected date. Notification of the actual date and expected tinme of
testing shall be subnmitted a m ninmum of five (5) working days prior to
the actual date of the test. The Illinois EPA may, at its discretion,
accept notifications with shorter advance notice provided that the
I1linois EPA will not accept such notifications if it interferes with
the Illinois EPA's ability to observe the testing.

The Final Report for these tests shall be subnitted to the Illinois EPA
within 60 days after the date of the tests. The Final Report shal

i nclude as a nini mum

i A sunmary of results.

ii. General information.

iii. Description of test nethod(s), including description of sanpling
poi nts, sanpling train, analysis equipnent, and test schedul e.

iv. Det ai | ed description of test conditions, including:
A Fuel consunption (standard ft3);
B. Firing rate (mllion Btu/hr); and
C. Tur bi ne/ Generator output rate (MN;
V. Data and cal cul ations, including copies of all raw data sheets and

records of |aboratory anal yses, sanple calcul ations, and data on
equi pnent cal i bration.
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13a. The Pernmittee shall maintain records of the followi ng itens:

i The sul fur contents of the fuel used to fire the turbines as determ ned
in accordance with Condition 9;

ii. Fuel consunption for each turbine in accordance with Condition 8;

iii. Operating hours and fuel consunption for each turbine, on a daily
basi s;

b. The Permittee shall keep a mmi ntenance/repair |og for each turbine.

c. The Permttee shall nmaintain the follow ng records on at |east a
quarterly basis:

i Heat content of the natural gas (Btu/ft3® being fired during the
quarter, with supporting docunentation;

ii. Fuel consunption for each turbine for each nmonth since the
previ ous record.

iii. The annual eni ssions of NO, SO, PMand CO for each nonth since
the previous record with supporting cal cul ations.

d. The Pernmittee shall maintain records that identify:

i Any periods during which a continuous nonitoring system was not
operational, with explanation.

ii. Any day in which enission exceeded an applicable standard or
limt.

e. These records shall be retained for three years and shall be avail able
for inspection and copying by the Illinois EPA

14. If there is any exceedance of the requirements of Conditions 1 through 4
of this permt, as determ ned by the records required by this permt,
the Permittee shall submit a report within 30 days after the exceedance.
The report shall include the emi ssions released in accordance with the
recor dkeepi ng requirenents, a copy of the relevant records, and a
description of the exceedance or violation and efforts to reduce
em ssions and future occurrences.

15. Two copies of required reports and notifications concerning equi pment
operation or repairs, performance testing, or a continuous nonitoring
system shall be sent to:

I1linois Environmental Protection Agency
Di vision of Air Pollution Control
Conpl i ance Section (#40)

P. 0. Box 19276

Springfield, Illinois 62794-9276
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and one copy shall be sent to the Illinois EPA' s regional office at the
foll owi ng address, unless otherw se indicated:

I1linois Environmental Protection Agency

Di vision of Air Pollution Control — Regional Ofice
1701 South 1%t Avenue, 6'" Fl oor

Maywood, IL 60153

Tel ephone 708/ 338- 7900 Facsimle 708/338-7930

It should be noted that this permt has been revised to set alternative limts
for hourly NO: and CO eni ssions when the anbient tenperature is |ess than 59 °F,
consistent with the data fromthe turbi ne manufacture provided in the
application

If you have any questions concerning this pernmit, please contact Troy Poorman
at 217/782-2113.

Donald E. Sutton, P.E.

Manager, Permit Section

Di vision of Air Pollution Control
DES: TDP

CC. Region 1



